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Dimensions Maximum Motor
= Product Code a b c d e f g h Inertia (kg - m)*2 | Toraue (N - m)*3
2,000 - RU160-246T-AV | RU160-246T-AV-A | 35 *4 90 114.3 7 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
_E’ [ ] RU160-246T-AW | RU160-246T-AW-A | 35 *4 90 114.3 1 47.8 79~80 200 [4xM12 20DP. 7.8x107 160
— e
EQ 1500 1,410 RU160-246T-AR | RU160-246T-AR-A | 35 *4 90 114.3 7 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
? gg’ ’ RU160-246T-AS | RU160-246T-AS-A | 35 *4 90 114.3 1 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
=8 o w RU160-246T-BV | RU160-246T-BV-A | 42 x5 90 114.3 1 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
L -
R é_ 1,000 = e RU160-246T-BW | RU160-246T-BW-A | 42 +5 90 114.3 7 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
-+
;g 3 RU160-246T-BR | RU160-246T-BR-A | 42 5 90 114.3 1 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
{H'g 500 RU160-246T-BS | RU160-246T-BS-A | 42 5 90 114.3 7 47.8 79~80 200 [4xM12 20DP. 7.8x10° 160
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_. _ ; _ _ Only two access holes for assembling motor is specified by attachment code to be machined.
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Atlﬂj:@ia’*f«iz[mm ] 4% M12_24DP. Product Code : RU160-246T-LJS 2 EET—AUPAF VP E—SMBEELT D, (E— 4 F— L P ERERL),
Output speed The moment of inertia is on motor shaft except for motor of inertia.
¥3 HY—FRE—FELERFRE—FMNLIUTTHERDIL,
Do not operate the servo motor more than specified maximum motor torque which is on above table.
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(450) Dimensions of Attachable Motor Shaft are ¢ 350" and ¢ 35_50r; .
330 120 *5 HX1TJ.E.I--§E:E_9§E?§ [j:s ¢42—0,g16 &Téo
225 Dimensions of Attachable Motor Shaft is ¢ 42_0_816 .
220 (5) 300 15 15 300
200 30 240 45 63 Oil Hole(2 X Rc1/2) 45 240
28 (144) 28 12 xM10 20DP. 65
o 12xM10 20DP.
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30 (140) 30 1o M 210 60 ACCESS HOLES for installing motor ACCESS HOLES for installing motor 30 < 2
R Product Code : RU160-246T-[1V *1 Product Code : RU160-246T-[JW *1 125
4x ¢14 THRU. 300 = 4F>< M1 h? 24DP. . %0 2(1)2 \
JBE L or naneing 4 xM12 24DP.
B For h N
Reduction ratio 24 \ or hanging
HERE A LY 2 400 | N - 270 30 Oil Level Gauge \4Xx @14THRU.
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